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ATCS-M60 with ATCS-60MIC

ATCS-C60

|

ATCS-60MIC

ATCS-L60MIC

Modulation Vethod

M modulation

Infrared Data Communication 9,600 bps

Speaker Output 8Q,2W

Power Supply Dedicated lithium-ion battery with 7.4 VDC, 2400 mAh or AC adaptor with 12 VDC, 1A (AD-SZ1210JE (optional)
Standard Operation Time Continuous speeches: 6 hr; Signal reception status: 10 hr.

Di i H75.5xW187=D149mm

Weight 0.6 kg (microphone and battery excluded)

Opti Accessories LI-240 lithium-ion battery, AC adaptor

Technical Data ATCS-C60

Bandwidth 1-10 MHz

Number of Channels Voice 5 ch, monitor 4 ch and data 2 ch

M modulation

Infrared Data Communication

9,600 bps

Audio Input

Monitor input (-10dBV, unbal.) 4 systems
External input 1 (-10dBV, unbal.) T system
External input 2 (-10dBV, bal ) 1 systems (-50dBV, unbal.) 1 system

Audio Output Direct output (-10dBVY, unbal ) 5 systems
Output 1(-10dBV, unbal ) 1 system; Output 2 (-10dBV, bal ) 1 system
Recording output (-10dBV, unbal.) 2 systems

Power Supply ACT100 - 240V 50/60Hz 75W

Weight 4.2 kg (Main body only)

Accessaries

2 rack adaptors, 6 rack adaptor installation screws, 5 mini drivers, AC power cord







